SOUTHGGATE WATER SYSTEM GENERAL NOTES
Southgate General Notes

1.
All water lines and system plans and construction, shall conform with the Southgate Water District Standards and Specifications and the Denver Water Department Engineering Standards, and be subject to construction observation by District representatives.  Copies of the District Standards and Specifications may be obtained from the District.  The Owner, his engineer or contractor, shall schedule a preconstruction meeting with the District and Denver Water at least 48 hours prior to the start of construction.  Plans with the District Review Stamp will be distributed at the preconstruction meeting.  No construction will be permitted until formal completion of easements and recording, and prior to the preconstruction meeting.

2.
Probationary acceptance of the new water lines is contingent upon receiving copies of:

a.
Water line trench compaction test results,

b.
Record drawings, and

c.
Health Department tests.  (Chlorine and/or clear water as required).

3.
Theoretical static water pressures are estimated to range from     __    psi at USGS Elevation ______ to            psi at USGS Elevation   __         based upon a hydraulic gradient of USGS Elevation      __    .  The District has provided only the hydraulic gradient elevation.  This hydraulic gradient, which was provided at the time of plan review, may change in the future as overall water system operations warrant.

4.
Existing valves in the District may only be operated by District personnel.

5.
Final conveyance of facilities is dependent on completion of all road way improvements.  Successful completion of a minimum one (1) year probation/conveyance documents.

6.
The developer is responsible for maintenance of the system from probation to final conveyance.  Failure to maintain water lines by the terms of the probation agreement may be considered grounds for permanent abandonment of facilities.

Water System Notes

Add the Denver Water notes (29) here with the following modifications.
The Engineer needs to modify the Denver Water fire hydrant and valve box note (by crossing out) to reflect the following:




A.
Fire Hydrants

1.
Meuller Centurion Model A-423

2.
Waterous Pacer Model WB-67 with bronze bushed shoe and shaft coupling

B.
Valve Boxes





1.
Tyler Screw-Type "C" cast iron valve box assembly series 6860 with No. 160 oval base

